
Vorm 9-a:It C SUBMIT IN *LICATE* Form approved.
(May tora) (Other ins una ort Itudget Burean No. 42-R1425.

TJNITED STATES reverse side)

DEPARTMENTOF THE INTERIOR BAÀÊIGNATION AND BERIAL NO.

GEOLOGICAL SURVEY U-15526

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK Û. WINIMAN.AILOWEBORWHIENAME

la TYPEOVWORK
Applicable

DRILL U DEEPENO PLUGBACK O 7. IINIT AGREEMENT NAME

rvr.or was.t. Not Applicable
I, V LI. OTHF:R 7 N

2. NAME OF OPERATOR High mesa
High mesa Oil Company """' "°

:1. a.,o..... or or."^'"" No. 2
831 Ced Lane - Cedar Cityo]Jtab 84720 10. FIELD AND POOL, OR WILDCAT

4. ú>FiriÃÑor wiLL (lf ort I n necordance with any State requirements. ) Wildca
^'""""'" SW1/4 SE1 4, NE1/4 f Section 9, T. 42 S., R. 11 ., 11.. .. ..a.,...oa.us , /4,

AND BURVET OR ARBA NE1/4 of Sec
A t proposed prod. i.one 9 T 42 S , , R , 11 W. ,same as proposed depth SÎl Å, A m

14 DINTÃNÖE IN MII.KN ÁN IMRECTION FROM NKAREST TOWN UK POMT OFWICE 12. COUNTT OR PARIBM 13. BTATE

20 miles from Hurricane Post Office, Hurricane, Utah Washington i Utah
j §¾i gi iŠr U. OF ACILES IN LEASE 17. NO. OF ACRES ASSIGNED

I.OCATION TO NEARENT TO Til!H WELL
..nor..TT Og E,i:ABE I,iNu, rr. W NE Corner of 960 160(Also to nearest drig. unit line, if any Sec. 9

18 01HTANCE FROM PROrosEn I,aCATION* 19- PROP SED DEPTil y 20. ROTART OR CABLE TOGI,8
TO NEAltENT WEi.l., initil,I.INo;, COMPIÆTEle

OR APPt.iED FOR, ort Tills IÆANE. n- Not Applicable 4700' Ûgg Rotary
21. Et Ã w Siiow whether DF, ItT GR, etc.) 22, APFROz. DATE WORK WILL START*

4599.0 GR I Tmmediate lipnn Apprnwal
I>ItOl'OSEI) CASING AND CEMENTING PItOGILAM

NIEE OF 1101.¾ NIZM MV PANING WEIGilT I*ER FOOT NETTING DEPTil QUANTITY OF CEMENT

12 1 43 8¯Šf8"
30 lbs. 250' 115 sacks cement

5 " __ __ (return to the surface)

Propose to drill surface on 12 1/4" surface hole to 250' and set 250'

of 8 5/8" casing cement into the surface. Then drill 7 5/8" hole to

total depth (T.D.) - Operator proposes to test all df¾ an

A PAÖVED BY THE DIVlSIDA e
.

OF OtL, GAS, NDþ\lNING

DMSION OF
By: OIL,GAS& MINING

IN AROVE SPACE t E PR POSED PRO R M : If µroposal 18 to deepen or plug back, give data on present productive sone and proposed new productive
zone. If propo 11 is o Irill or deepen Irectionnily, give pertinent data on subsurface locations and measured and true vertical depths. Giveblowont
preventer progr i any.

General Partner of
High mesa Oil Company march12, 1981

HIG t TITlÆ DATELease Ourner
(This spac r Federal or State ollice use)

PERMIT NO APPROVAI. DATE

APPROVED BT TITlÆ DATE

CONDITIONHOFAPIROVAI.,IFANY:

*SeeInstructionsOn Reverse



BrasFnd.
S89°12'38"E 2579 8 18°59'406"E

Corner
not fnd.

Lot 4 Lot 3 Lot 2 Lot 1
56.51 ac. 56.62 ac. 56.72 ac. 56.83 ac.

' LaJ

00 =

80 Ac. °

80 Ac. Proposed Location
Gov't Gasko #1
Elev. 4599.0 87°03'024L

y
889.12

3/G arass

( Indicates Section or Quarter Corner found in-place and brass cap.

Well location is in the SWI, SEi, NEl of Section 9, T. 42 S., R. 11 W.,
S.L.B. & M.

I, Ralph E. Watson, Registered Engineer No. 3367 and Land Surveyor
No. 3557, do hereby certify that this well location has been surveyed
under my direct supervision on Jan. 8 and 9. 1981 and this plat
correctly dgscribes that survey.

'¾' GAsKo coRe
Raldh E. atson, PE

.
Delta, Utah

SCALE DATE
1" = 1000' Jan 12, 1981



LOCATION LAYOUT

HIGH MESA No. 2

Sec. 9, T42S. R111Al. SLB&m

Plat No. 1---A
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LOCATION LAYOUT CUT SHEET

HIGH MESA No. 2

Sec. 9, T425. R11al. SLB&T

Plat No. 1---8
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C I TY 0 F HURR I C A NE

2 5 WEST ST A TE

HURR I C A NE , UT A H 8 4 7 3 7

From: City of Hurricane
25 West State
P. O. Box 580
Hurricane, Utah 84737

To: Met Johnson
831 Cedarwood Lane
Cedar City, Utah 84720

Dear met:

The City of Hurricane hereby grants you permission

to purchase 10,000 gallons of culinary water at $10.00 per

1000 gallon, from any fire hydrant, located in Hurricane,

Utah.

In the event more water is needed than original contracted

amount; we would be open to further negotiations at that time,

with the purchase price per 1000 gallon being the same.

Sincerely,

Willard Webb
Water Department
City of Hurricane



ADDITIONAL QUESTIONS TO

APPLICATION FOR PERMIT TO DRILL

1. The surface of the well is in the middle of Shinarump Conglomerate

formation,

2. See Plat's No. 1 B

Shinarump 75 feet

Moenkopi Red Shale 75-455 feet

Virgin Lime 455-655 feet

Timpoweap 655-730 feet

Kiab Limestone 730-1180 feet

Timpoweap 1180-1580 feet

Kiab Limestone 1580-1900 feet

Toroweap 1900-2480 feet

Coconino Sandstone 2480-2620 feet

Quetoweap Fm. 2620-3580 feet

Pakoon Fm. 3580-3980 feet )
) --- Producing Zone

Contact Zone 3980-4700 feet )

Callville Fm. 4700+

3. We do not anticipate any water, gas, or other mineral bearing

formation. We estimate Virgin Lime at 455-655 feet and estimate

Kiab Limestone at 730-1180 feet and 1580-1900 feet and coconino

Shell at 2480-2620 feet and Callville Fm. at 4000-4700 feet.

4, We will be using three strings (60') of surface casing. It will

be 6 5/8" new pipe at 30 lbs. per foot, 7 5/8" new pipe at 26 lbs.

per foot, and 6 5/8" new pipe at 10 lbs. per



age 2

5. We will be using a 2000 psi double ram Blow-Out Preventer with a

blind ram and a pipe ram 900 API series. Rams will be closed biweekly

at which time pressure control tests will be run to check for

leakage.

6. Drill mud will be gel base as required to maintain weight 8.8 to

9 and viscosity control 30 to 35.

7. The auxiliary equipment to be used will be:

1. Kelly cocks: none, not applicalbe.

2. Floats at the bit: a float sub will be used above the bit

and aÑadditional sub higher in the drill string.

3. Monitoring equipment on the mud system: this drilling

project will be done with air; however, if fluid is needed

equipment to monitor will be furnished at that time.

4. Sub on the floor: a sub with a full opening valve will be

available to insert into drill string when kelly is not

in the string.

8. We propose to run electric log dual indicators - C.N.L. All caps

F.D.C.

9. Any anticipated abnormal pressures or temperatures expected to be

encountered or potential hazards such as hydrogen sulfide

gas, along with plans for mitigating such hazards.

A. No abnormal pressures expected.

B. No hydrogen sulfide gas known in area or expected.

10. Starting date will be April 1981, immediate upon approval and

rig availability. Duration of operation will be approximately 30



HIGH IYlESA No. 2

Plat No. 1 B
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HIGH MESA No. 2
Plat No. 1 A

GRAFTON AREA
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HIGH UESA Ño.2
DRILLEA'SŠLOIN-DUT PREVENTER

STACK ARRASGEMENT

3M - 8" - SRRG & Bag Type Hydrill Air Type

Shafer Double Ram 900 Series

Pipe rams and blind fans overset by airbag
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2. PLANNEDACCESS ROADS

A planned access road approximately 728' in length is proposed to
' the new well location. It is proposed to up-grade the access road

only to the extent to allow drilling equipment and related vehicles

to traverse to the well pad. Construction will be done in areas

necessary to reduce the grade of the road to the maximum 5¾ and

will return to the existing grade as much as possible. In the

event commercial quantities of oil are discovered, it is porposed to

upgrade the road to the following specifications as per Figure 6 -

Page 26, Oil & Gas - United States Dept. of Agriculture, 2nd Edition;

which may include but not be limited to, ditching, draining, instulation

of culvert, graveling, crowning or capping of the road bed. See Topographic

map "B" showing route of permanent road.

1. The proposed access road will be an 18' crown road (9' either side

of the centerline) with drain ditches along either side of the

proposed road where it is determined necessary in order to handle any

run-off from any normal weather conditions that are prevalent to this

area.

2. The grade of this road will vary from flat to 5 , but will not

exceed this amount. This road will be constructed from native barrow

accumulated during construction. The average grade will be 2.5¾a

3. If deemed necessary by the local governamental agencies or their

representatives, turnouts will be installed for safety purposes.

These turnouts will be 200' in length and 12' in width and will be

tapered from the shoulder of the road for a distance of 50' in length

at both the access and outlet
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4. Drainage design for the temporary road will be designed to follom

natural contours to minimize cut and fill. Design will be to minimize

surface interference. Adaquate ditching will be installed along the

side of access road to create proper drainage.

5. Not applicable.

6. Surfacing material shall be the native borrow material from the

cut areas and will be used to stabilize the road surface and location.

No other material for construction is anticipated, unless surface

proves to be unstable under adverse conditions; at that time the

appropriate materials will be used to surface road and-or pad.

7. No fences or cattleguards are necessary along access road because

there are no fences or cattleguards in area at present time.

8. The road has been center-lined flagged for the full distance of

proposed route.

3. LOCATION OF EXISTING WELLS

As shown on the Topographic map"B", there are no other known mells within

a one mile radius of the proposed development mell. For informational

purposes, the map shows the following wells within a two mile radius of

the proposed well.

1. Water wells - none.

2. Abandoned wells - none.

3. Temporarily abandoned walls - none.

4. Disposal wells - none.

5. Drilling wells - none.

6. Producing wells - none.

7. 5hut-in wells - none.

8. Injection wells - none.
"

9. Monitoring wells -
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4. LOCATION OF EXISTING AND/OR PROPOSEDFACILITIES

A. There are no existing production facilities located within one mile

of the proposed well. See Topographic map"B".

1. Tank batteries - none.

2. Production facilities - none.

3. Oil.gathering lines - none.

4. Gas gathering lines - none.

5. Injection lines - none.

6. Disposal lines - none.

B. The attached Plat No. 3 shows the proposed production facilities in the

event commercial oil is encountered. The off location oil gathering line

or storage facilities will be proposed and plans submitted by High Essa

Oil Co. after the well is completed and tested.

1. See Plat No. 3 for pad layout.

2. See Plat No. 3 for dimensions df facilities.

3. Sonstruction materials will be native borrow or cut exposed on (tm

site, gravel base for pump jack and storage tanks, and fencing

materials.

4. A three strand barb mire fence will be constructed and maintained

around any disposal pits during the drilling and completion phase of

the mell. When these pits are no longer needed or within 90 days,

they will be covered over with native borrom material and rehabilited

to conform with the provisions of the rehabilitation agreement on

BLM standards. A welded pipe fence mill be constructed around the

mellhead to prevent access to livestock or larger mildlife.

C. Rehabilitation of the pits is discussed above. The remaining pad not

used for producing operations will be recountoured to conform with the

natural grade and covered with topapil saved on the site. This area mill

be reseeded as per current BLE guidelines, if
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5. LOCATION AND TYPE OF NATER SMPPLY

A. Water to be used to drill this well is to be hauled from Hurricane,

Utah.. Haul point will be from any fire hydrant in Hurricane, Utah,

to the proposed well. (See attached letter of authorization from

Willard Webb, Water master, City of Hurricane; Hurricane, Utah.)

8. Water will be hauled by 100 bbl capacity trucks on the above described

route. See route on Topographic map"A".

C. No water mell will be drilled on this lease.

6. 50pRCE OF CONSTRUCTION MATERIALS

A. All construction materials for this location site and access road shall be

native borrow roack and soil accumulated during the construction. No

additional road gravel or pit lining materials are anticipated at this

time but if they are required, the appropriate actions will be taken to

acquire them from private sources after notification is given to the

prope regulatory agencies.

B. Itams described in part "A" are from Federal lands or private sources.

C. See part "A".

D. No other access roads are required other than described in Item "2".

7. mETHODS FOR HANDLINGMASTE DISPOSAL

See Plat No 1 (Location Layout) for the size and location of the reserve and

burn pits.

1, Drill cuttings, drilling fluids, salts, chemicals and produced fluide

will be disposed in the reserve pit on the location pad. This pit mill be

approximately 8 feet deep and at least one-half of this depth shall be

below the existing ground level. One half of this pit will be used as a.

fresh water storage during the drilling of the well. The disposal and

storage areas shall be separated by-a dike. Dust produced during the

air drilling phase shall be suppressed by inserting a mater hose alth a a r

nozzel into the 7" flow line. A water mist will be continuously
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into the dust stream during any dusting phase of the drilling. The

well site will be kept free of litter and extraneous machinery.

2. Drilling fluids will go to reserve pit. When drilling is completed

reserve pit will be covered and backfilled.

3. See Item "1" above for disposal of produced mater. Any oil produced at

the well is connected to a storage tank to be collected on location

and trucked for sale to the buyer to be determined at that time. No

gas production is anticipated from this well.

4. A portable chemical toilet mill be provided for human waste during

the drilling phase.

5. Garbage and other waste material will be disposed by burning in a fenced

trash pit. This pit will have a small mesh screen on all four sides to

prevent wind scattering and prevent any fire hazard. Upon completion of

the drilling of the well, this pit will be buried with a minimum of four

feet of soil.

6. Immediately after the drilling rig moves off the location, the remaining

trash and flammable material will be collected and burned or buried.

The reserve pit will be fenced on the open side to protect domestic animal

and wildlife. This pit will be utilized during the completion and testing
phase of the well for storage of produced fluids. As.soon as the testing

completed, the pit will be covered. The drilling pad mill then be reclata

as detailed in item "10":discussed below.

8. ANCILLARY FACILITIES

No airstrips or camps are planned for this well.

9. WELLSITE LAYOUT

See Plat No. 1 - A & B (Location Layout & Cut Sheet) which shoms the following
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1. Three cross sections of the pad showing details of the cuts and filla.

2. Location of the mud tanks, reserve, burn and trash pit, pipe racks,

living facilities and topsoil stockpile.

3. Rig orientation, parking areas and access road.

4. All pits will be unlined unless it is determined by the representatives

of the agencies involved that the pad materials are too porous and would

not prevent contamination to the surrounding areal in which case the pits

will be lined with a bentonite material and any other type material

necessary to make it safe and tight.

10. PLANS FOR RESTORATION OF SURFACE

1. Upon completion of the testing phase of the mell and prior to the

storage tank hookup, the areas not needed for access to the mell and used

for producing operations shall be filled and recontoured to blend with

the surrounding topography and the stockpiled soil redistributed over

the unused disturbed area. After final plugging and abandonment of

the well, the entire disturbed area will be countoured and topsoil apread

over any previously distrubed area.

2. The revegetation of the drill site area and access not needed to carry

on production operations will be reseeded alth a seed mi×ture recommended

by the BLM District Manager. Revegetation will be done by broadcasting

Indian ricegrass (Oryzapsis Hymenoides) on all disturbed soils at a rate

of 5 lbs. per acre, after operation cease. It mill be performed at a time

of the year when the moisture content of the soil is adequate for

germination. The Lessee agrees that all of the clean-up and restoration

activities shall be done in a diligent and timely manner and in conforalty

with the above mentioned Item #7 and #10 (1).

3. All pits will be fenced prior to disposal of any waste material and
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open side of the reserve pit will be maintained in good condition

until Item "1" is started.

4. Any oil or condensate on any temporary pit will be removed in a timely

manner. Overhead flagging or netting will be installed on amy sump

pit used to handle well fluids during the producing life of the well.

5. Restoration activities shall begin within 90 days after the completion

of the mell. Once completion activities have begun, they shall be

completed within 30 days. All wellhead and surface equipment mill be

painted to blend with the environment according to the BLM

recommendations.

11, OTHER INFORMATION

The general topography of the Grafton mesaValley consists of a high

mountain plateau cut by steep malled canyons. Elevations generally

range fromaabout 4450' on the valley bottoms to 4650' on the top

of the plateau. The shinarump conglomerate formation is a meather

resistance cap which has produced the flat-top nature of the area.

In the area of the proposed well, the mell is situated close to a

small knoll to the south and west of the well pad area. The elevation

is approximately 4599.0' and is located on a rise of the Grafton Spaa.

The surface is in the middle of shinarump conglomerate formation.

Vegetation in the area consists of rabbit brush, shadscale, and

sagebrush in a sparce covering, with a few scattered juniper trees.

minimumremoval of any of these plants and trees may be necessary,

but will be done to conform to the BLM recommendations.

Fauna of the area consists of coyotes, rodents, birds, and fauna

connected to the 4000' to 5000' altitude environment. Access to

the well is across federal leases while the drilling pad location
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is on federal lease property from the BLE.

The U-15526 High mesa No. 2 sits off the edge of rim of Grafton Mesa

and in the Virgin River valley. There are no springs or private

properties in that general area. Teh terrain in the general area

is slight rolling hills. There are no occupied dwellings or other fa

facilities in the general area.

See the attached copy of orcheological report for discussion of

the significance of area.

12. LESSEE'S OR OPERATOR'SREPRESENTATIVE

met Johnson, General Partner
831 Cedarwood Lane
Cedar City, Utah 84720

and/eitherfor

Russell Knight, General Partner
Delta, Utah 84624

13, CERTIFICATION

I hereby certify that I, or persons under my direct Supervision,

have inspected the proposed drill site and access road, that I am

familiar with the conditions which presently exist; that the statements

made in this plan are, to the best of my knowledge true and correct;

and that the work associated with the operations proposed herein mill

be performed by High mesa Oil Company and its contractors and sub-contractors

in conformity with this plan and terms and conditions under which

it is approved.

Date Et on
Ge r Partner
Lease



. E .: fEDSTATES
DEPAf(TE.:/ OF THE INTERIGR·

BUREAUOF LANDMA','AGENENT HIGH MESA No. 2
Utah Stata Office
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' 1. Project Nama, Developer
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7. Description of Finaings (Attach iorms or cetailed report, if appropr ta
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10. Signa are of Person in Direct Charge of vield Work . py

.

L1. Signature of ïitie of Institutional Officer Responsidia
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** FILE NOTATIONS**

DATE: - If--

OPERATOR:

WELLNO:

Location: Sec. T. R. County: /

Fife PtepaAed: Entexed on N.I.7:

CaAd Indexed: Completion Sheet:

API Numbe #3-055- ¾00
CHECKEDBY:

Petroleum Engineer:

Ad nis ti de

APPROVALLETTER:

Sond Requ,¿Aed: Suxvey P£at Requ ed

OxdeA No. 0.K. Rule C-3

Rule C-3(c)
, Topogxaphie Except¿on - company owns ox contAofs acAeage

m¿th¿n a 660' Aadius og pAoposed ¿Lte

Lease Dealgnat¿on Plotted on Map

Appkovat LetteA DIA¿tten

Hot L¿ne



June 3, 1981

High Mesa Oil Company
831 Cedarwood Lane
Cedar City, Utah 84720

Re: Well No. High Mesa 92
Sec. 9, T. 628, R. 11W, SB NE
Washington County, Utah

Insofar as this office concerned, approval to drill the above
referred to oil well on said unorthodox location is hereby granted in
accordance with Rule C-3(c) , General Rules and Regulations and Rules of
Practice and Proceduro. However, this Division requises that a letter be sent to
this office stating that High Mesa 011 Co. owns or controls the acreage within
a 660* radius of the proposed well site, and a written statment as to the nec-
essity of unorthod6x location.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to imediately notify the following:

MICHABLT. MINDER- Petroleum Engineer
Offi¢e: 533-5771
Home: 876-3001

Enclosed please find Porm OGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Purther, it is requested that this Division be notified within 24 hours
after drilling operations comence, and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-053-30041.

Sincerely,

DIVISION OP OIL, GAS, ANDMINING

Michael T. Minder
Petroleum Engineer



Form 9-881 C SUBMIT IN TRIPLIC. Form approved.
a (May 1À3) (Other instructions o Budget Bureau No. 42-R1425.

UNITE STATES reverse side)

DEPARTMENT OF THE INTERIOR 2. ,, ,, ,,,,,, ,,,, ,, ,,,, ,, ,,_

GEOLOGICAL SURVEY U-15526

APPLICATIONFOR PERMITTO DRILL,DEE 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

NoL Applicable
18. TYPE OF WORK

DRILL DEEPENO < rBLg gg 7. UNIT AGREEMENT NAME

b. TYPEOFWELL
"" Not Applicable

OW'ELLL WASLL
OTHER

NNELE EOUNLTH LE 8. FARM OR LEASE NM

2. NAME OF OPERATOR DIV!SiON OF Landmark/High Mesa No. 2
Landmark Drilling Corporation OII C 4 MINING 9. WEIL NO.

3. ADDRESS OF OPERATOR * No . 2
4764 South 900 East, Salt Lake City, Utah 84117 10. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*) Wildcatatsurface SW1/4, SE 1/4, NE 1/4 of Sec. 9, T42S, RllWr 11.sac.,2.,n.,M.,ORBLE.

SLB & M AND SURVET OR AREA SW l/4, SE 1/4,
At proposed prod. zone NE 1/4 of Sec. 9, T42S, RllW,

14. DISTANCE IN MILES AND DIRECTION FROM NEABEST TOWN OR POST OFFICE* O OR PARISH 18. STATE

20 Miles from Hurricane Post Office, Hurricane, Utah Washington Utah
10. DISTANCE FROM PROPOSED* 2889.26' S & 889.12 ' 16. NO. OF ACBES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEABEST TO THIS WELL
PROPERTY OB LEASE LINE, FTNECorner of Section 9
(Also to nearest drig. unit line, if any) 960 169

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE· "· N/A 4700' Rotary

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPaoz. Darm woaK WILL sTART*

4599.0 GR Irmediate Upon Approval
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIEE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

12-1/4" 8-5/8" 30 lbs. 250' 115 sacks cement
7-5/8" (Return to the Surface)

Propose to drill surface on 12-1/4" surface hole to 250' and set 250' of
8-5/8" casing cement into the surface. Then drill 7-5/8" hole to total
depth (T.D.) - Operator proposes to test all sh·>ws of oil and/or gas.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

sentNEDprOgr

TITLE ViCO PreSident DAT. August 28, 1981

(This space V.4.foiAtfaW½¾e
..e>

PERMIT NO

(ORIG. SGD.) R. A. HENRICKS
~°" ""

--

APPROVED BY Production UnitSupervisor FOR E. W. GI)YNN g 8 1987
CONDITIONS OF APPROVAL. IF ANY;

TITLE DATE

CONDITIONSOF APPROVAL ATTACHED
g110E OF APPROVAL FLARINGOR VENTINGOF

*SeeIIÑÑ¶Ñ GAS IS SUBJECT TO NTL4-A

Production Facilitiesand Flowline NOT



- Brass s, Brass
Cap Fnd. 589"12'38"E 2579

8p0 8 9 06'E

Corner
not fnd.

Lot 4 Lot 3 Lot 2 N Lot 1
56.51 ac. I 56.62 ac. 56.72 ac. 29 56.83 ac.

80 Ac.

80 Ac. Proposed Location
Gov't Gasko #1
Elev. 4599.0 y

87°03'03
3R., 889.

I

1

ell Location

Lease Number U-15526

High mesa No. 2 is the same as Gasko No. 1
for submission records.

o



PROPOSED WELL

HIGH UESA No. 2

App1n. No. U-15526 North

. -J ! TOPOGRAPHIC MAP "A"

scale 1" = 4





Identification No.OE È

United States Department of the Interior
Geological Survey

2000 Administration Building
1745 West 1700 South

Salt Lake City, Utah 84104

NEPA CATEGORICALEXCLUSIONREVIEW

PROJECT IDENTIFICATION

Project Type SIL WELL.

Project Location Sgg SE SEC TÑZS g)j (A)

Well No. Î~- Lease No. - )< 'l i
Date Project Submitted

FIELD INSPECTION Date

Field Inspection
Participants /tt)Á SS

I have reviewed the proposal in accordance with the categorical exclusion
review guidelines. This proposal would not involve any significant effects
and, therefore, does not represent an exception to the categorical exclusions.

ate Prepared t'
'

Env nm tal Scientist

I c

Date District



CATEGORICALEXCLUSIONREVIEWINFORMATIONSOURCE '

Local and
Federal/State Agency private Other

Corre- Phone corre- studies Onsite
Criteria spondence check Meeting spondence Previous and Staff inspection

516 DM2.3.A (date) (date) (date) (date)
.

NEPA reports expertise (date) Other

1. Public health
and safety

2. Unique charac-
teristics

3. Environmentally
controversial

4. Uncertain and
unknown risks

5. Establishes
precedents

6. Cumulatively
significant

7. National Register
historic places

8. Endangered/
threatened species

9. Violate Federal,
State, local,
tribal



t

CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND -

1. Surface Management Agency Input

2. Reviews Reports, or information received from Geological Survey
(Conservation Division, Geological Division, Water Resource Division,
Topographic Division)

3. Lease Stipulations/Terms

4. Application for Permit to Drill

5. Operator Correspondence

6. Field Observation GeCLump¿ pyw Arts)

7. Private Rehabilitation
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T ris IN REPLY REFER TO

United States Department of the Interior
O

BUREAUOFLANDMANAGEMENT
** Dixie Resource Area Office

P. 0. Box 726
St. George, Utah 84770

April 22, 1981

George Diwachak
U.S.G.S.
2000 Administration Bldg.
1745 West 1700 South
Salt Lake City, Utah 84104

Dear George:

In regards to our on site inspection of High Mesa Well No. 2 with Russel
Knight of High Mesa Oil Company and Bob Brown our T&E plant specialist,
I make the following recommendations and stipulations for this site:

1. Due to the rocky nature of this site and the fact that there
are presently few forbs or grass species growing and that erosion
is not a problem I do not recommend attempting revegetation.

2. Until such time as a producing well becomes a reality, the
upgrading of the existing jeep road and the new extension road
will be only to the degree necessary to allow drilling equipment
and related vehicles.

3. All surface disturbing activities will be kept to the minimum
necessary to drill the exploratory well.

4. In order to keep as much protective screening as possible,
removal of trees will be kept to the necessary minimum.

5. Because the improved road will attract recreationists the
drill site will be kept tidy at all times.

6. BLMwill be notified by the contractor prior to commencement
of operations.

Attached is the T&E plant clearance.

Sincerely,

Dave Brine
Natural Resource Specialist

76



U. S. GEOLOGICALSURVEY - CONSERVATION DIVISION

FROM:' :' DISTRICT GEOLOGIST, SALT LAKE CITY, •UTAH

TO : DISTRICT ENGINEER, O&G, SALT LAKE CITY, UTAH

SUBJECT: APD MINERALEVALUATIONREPORT LEASE g. LA - i V5°2.fo

OPERATOR: A tGM M€¶ A p; 4.. C C>M Pf4 NV WELL W. N-

LOCATION: ft ik it see. 1, T. 4 y S, R. 11 (A) , St..t34 y

(sd AIM I CTO A County,
tA-TÀ R

yrAAftf•AAPMW PRoPoto av OPCAATor 1 Rego
1. Stratigraphy:

TIMPotWG.AP - ¡Soo47 .

2. Fresh Water: Nouf PAST Kv4FAcG CAIING ,

3. Leasable Minerals: Mod 6 e> PE cy gg

4. Additional Logs Needed: noN g-

5. Potential Geologic Hazards: yJ ap e' E / pé C

6. References and Remarks: --

Signature: A. .«Ê¿y Date: -- J



DIVISIŒOFOILGASANDMINING

SPUDDINGINFORMATION

M OFWW: LandMark Orilling Company

WEIL M: High Mesa #2

SECTION SENE 9 TOWNSHIP 42S RANGE 11W COUNTYWashington

DRILLINGCUTRACTOR utah Wen service
RIG# 5

SPUDDO:DATE 8-28-81

TIME 8:00 PM

OW Rotary

MILLING WILLC0l?ENC£

REPORTEDBY Iewjg Wells

TELEPHONE# 263-3462

DATF 9-1-81 SIGN



' NOT I CE OF SPU 0 '

Caller:

Phone: .

Well Number:

Location: -(g- /,(

County: pf State: /

Lease Number: //-/ T-¿A

Lease Expiration Date:

Unit Name (If Applicable):

Date & Time Spudded: 2 7 '/) / ///

Dry Hole Spudder t //g ,¢

Details of Spud (Hole, Casing, Cement, etc.)

Rotary Rig Name & Number: 1"//k// '2

Approximate Date Rotary Moves In:

F 0 LL 0 W W I TH SUNDRY NOT I CE

Call Received By:

Date:

a



STATEOF UTAH Scott M. Motheson, Governor
NATURALRESOURCES& ENERGY Temple A. Ileynolds, Executive Director
OII,Gas & Mining Cleon B.Felght, DivisionDirector

4241 State Office Building • Salt Lake City, UT84114 • 801-533-5771

January 29, 1982

High Mesa 011 Company
831 Cedarwood Lane
Cedar City, Utah 84720

Re: Well No. High Mesa #1
T.. 42S, R. 11W, Sec. 10
Washington County, Utah
(October 1981- December 1981)

Well No. High Mesa #2
T. 42S, R. 11W, Sec 9
Washington County, Utah
(October 1981- December 1981)

Gentlemen:
. .

Our records indicate that you have not filed the monthly drilling
reports for the months indicated above on the subj ect wells .

Rule C-22, General Rules and Regulations and Rules of Practice and
Procedure, requires that said reports be filed on or before the sixteenth
(16) day of the succeeding month. This report may be filed on Form OGC-1B,
(U. S. Geological Survey Form 9-331) "Sundry Notices and Reports on Wells",
or on company forms containing substantially the same information. We are
enclosing forms for your convenience.

Your prompt attention to the above will be greatly appreciated.

Very truly yours.

DIVISION OF OIL, GAS AND MINING

Cari Furse
Clerk Typist

Board/Charles R. Henderson, Chairman • John L Bell • E. Steele McIntyre • Edward T. Beck
Robert R. Norman • Margaret R. Bird • Herm Olsen

an equal opportunity employer - please recycle



STATEOF UTAH Scott M. Moth son, Gie
NATURALRESOURCES& ENERGY Temple A. Reynolds, Executive DIÏ t
Oil, Gos & Mining ..

, Cleon B.Felght, Division Di

4241 State Officò Building • Solt LakÔCity, UT841 • 801-533-5771

' St. Patrick's Day!

'
H gh I sa Oil Company
831 Cedarwood Lane -

Cedar City, Utah 84720

Re: Well No. High Mesa #1
T. 42S, R. 11W, Sec. 10
Uashington County, Utah
(January- February 1982)

Well No. High Mesa #2
Sec. 9, T. 42S, R. 11W.
Washington County, Utah
(January- February 1982)

SECOND NOTICE

Gentlemen:

Our records indicate that you have not filed the monthly drilling
reports for the months indicated above on the subject wells.

Rule C-22, General Rules and Regulations and Rules of Practice and
Proced re, requires that said reports be filed on or before the sixteenth

'

(16) day of the succeeding month. This report may be filed on Form OGC-1B,
(U. S. Geological Survey Form 9-331) "Sundry Notices and Reports on Wells"
or on company forms containing substantially the same information. We are
enclosing forms for your convenience.

** If we do not hear from your office within fourteen days, this file
will be turned over to the attorney at the Division of Oil, Gas and Mining
for legal action.

Thank you for your cooperation relative to the above.

Very truly yours,

DI OIL, GAS AND MINING

Cari Furse
Clerk Typist

Board/Charles R. Henderson, Chairman · John L Bell• E. Steele Mcintyre • Edward T. Beck
Robert R. Norman • Margaret R. Bird • Herm Olsen

on equot opportunity employer · please recycle



Form 9-331 Form Approved.
Dec. 1973 - Budget Bureau No. 42-RI424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-15526

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEEOR TRIBENAME

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME

1. oli gas Landmark High Mesa
well well other 9. WELL NO.

2.NAME OF OPERATOR 2
Landmark Drilling Corp· 10. FIELD OR WILDCAT NAME

3.ADDRESS OF OPERATOR Wildcat
2225 E. 4800 S. , SLC, Utah 84117 11. SEC., T., R.. M., 01R BLK1ANDSURVEY OR

4. LOCATIONOF WELL (REPORT LOCATION CLEARLY. See space 17 AREA SWuŠEg,NEg
below.) 889' W/E line; 2889' S/N line Sec. 9, T 42 S, R 11W
AT SURFACE: Sec. 9, T 42 S, R 11 W 12. COUNTY OR PARISH 13. STATE
AT TOP PROD. INTERVAL: Washington Utah
AT TOTAL DEPTH: 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-053-30041
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

4599 GR.
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9-330.)
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*
(other)

DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

The Operator was granted permission to plug and abondon the High Mesa No. 2 on
December 16, 1981 by Salt Lake District U.S.G.S. office, Ed Guynn, in telephone
conversation of same date to fill with gravel, set cement across the Kiabab zone
and plug the No. 2 along with the No.1 at the same time.

Back fill mud pits, grade and restore well site and location as per NTL-6

Subsurface Safety Valve: Manu. and Type Set @ Ft.

S18.N here ng is true and coErrec

- DATE

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See instructions on Reverse



' Form 9-331 Form Approved.
Dec. 1973 - Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-15526

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME
(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME

¯

1. oli gas Landmark High Mesa
well well other 9. WELL NO.

2
2. NAME OF OPERATOR

Landmark Drillinb Corporation 10. FIELDOR WILDCAT NAME
3.ADDRESS OF OPERATOR Wildcat

2225 E. 4800 South, SLC, Utah 84117 11. sEC., T., R., M., OR BLK. ANDSURVEY OR
4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA SW¾,SEh,NE¼

below.) 889' W/E line; 2889' S/ N line; Sec. 9, T 42 S, R 11 W
AT SURFACE: Sec. 9, T 42 S, R 11 W 12. coUNTYOR PARISH 13. STATE
AT TOP PROD. INTERVAL: Washington Utah
AT TOTAL DEPTH: 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-053-30041
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

459,9 ' GR
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRACTURETREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9-330.)
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*
(other)

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally dirilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

The Operator on December 17, 1981, plugged the High Mesa No. 2 with 25 Cu. ft.
plug of concrete on bottom, gravel filled to 1300' and set 25 Cu. ft. plug at
1300', gravel packed to 250'. Get cement plug 25 Cu. ft. set up into surface
pipe and 5 sack plug for surface dry hole marker.

Mud pits filled and leveled. Surface marker set. Location leveled and
graded for abondonment .

Subsurface Safety Valve: Manu. and Type Set @ Ft.

18. I hereby certify t t the foregoing is true and correct

SIGNED TITLE ' DATE ' e Z Â
(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See instructions on Reverse



STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES& ENERGY Temple A. Reynolds, Executive Director
Oil, Gos & Mining Cleon B. Felght. Division Director

4241 State Office Building • Salt Loke City. UT84114 • 801-533-5771

October 29, 1982

Landmark Drilling Corporation
2225 East 4800 South, Suite 100

ált 1.ake City 11tah 84117

Re: Well No. High Mesa #1 & #2
Sec. 10 - 4 9, T. 425, R. 11W.
Washington County, Utah

Gentlemen:

We received Well Completions from your company on the two above
referenced wells. Currently, our records show that High Mesa Oil Company
is the operator. If these wells are now operated by your company, it is
your responsibility to send in a "Sundry Notice, OGC-1b" (enclosed),
stating that High Mesa Oil Company turned operations over to you. If High
Mesa is still the operator, then please explain why your company sent in the
Well Completion Reports for the two above wells.

Thank you for your prompt attention to the above matter.

Sincerely,

DIV O INING

Cari Furse
Clerk Typist

CF/cf
Enclosures

Boord Chades R. Henderson, Chairman • John L Bell • E. Steele Mcintyre • Edward T Beck
Robert R. Norman · Margaret R. Bird - Herm Olsen

o eoso occo e o over • piecse reovcie



Landmaa Drilling Caporation

December 6, 1982

State of Utah
Natural Resources & Energy
Oil, Gas & Mining
4241 State Office Bldg.
Salt Lake City, Utah 84114

Re: Operator on High Mesa # 1 and #2 wells
Sec. 9 and 10, T.42 S, R 11 W
Washington County, Utah

Gentlemen:

High Mesa Oil Company has given the assignment of the
lease to Landmark Drilling. Landmark is the Operator
on the High Mesa #1 and #2 wells.

Sincerely,

Lewis F. Wells

LFW/hw

4764 South 9 O Eas: • Salt Lake Cuy Utah 84117 • Phone: 5 1-263



Form OGC-lb SU l IN TitlPLICATE*

. 3TATE OF UTAH , , er instru tions on
reverse sule)

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5· 'saam DEsiCNATION .kND SERIAL NO.

SUNDRYNOTICESAND REPORTSON WELLS
6. 17 INDIAN, ALLOTTES 08 TRIBB NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals.)

1. 7. UNIT AGREEMENT NAMS
OILLL WAOLL

OTHER

2. NAME OF OPEEATOR 8. FARM 08 LEASS NAME

Landmark Drilling Corp. Landmark High Mesa
3. Inomass 07 OPERATOS 9. WELI. NO.

2225 East 4800 South, SLC, Utah 84117 2
4. I.OCATION or wsLL (Report location clearly and in accordance with any State requirements.• 10. FIELD AND POOL, OR WILDCATSee also space 17 below.)at surra** Wildcat889' W/E line; 2889' S/N line u. a.c..r.....u..oaar.x.ann

Sec. 9, T 42 S, R 11 W SW¼S NEIÎec. 9, T 42 S,
R 11 W

14. PsautT No. 15. BLavAttoNa (Show whether or. RT. Ga. ete.) 12. CooNTY om raatsu 18. stata
43-053-30041 4599 GR Washington Utah

16. ÛteekAppropriate BoxTo Indicate Nature of Notie., Report, or OtherData
NOTICE OP INTENTION TO: SUSSEQUENT REFORT 07:

TEST WATER BRUT•OFF PULL 08 ALTER CASING WATER SHUT•Orr REPAIRINo wmLt.

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT Ar.TERING CASING

SHOOT OR ACIDIZE ABANDON* SHOUT1NG OR ACIDI21NO ABANIJONMENT*

REPAIR WELL CIIANGE PLANS (Other)
(NOTE : Report results of multiple completion on Wel(Other)
('ompletion or Recompletion Report and Log form.)

17. DESCRIDE PROPOSED OR COMPLETED OPERATIONs (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertt-
nens to this work.) *

The Operator was granted permission to plug and abondon the High Mesa No. 2 on
December 16, 1981 by Salt Lake District U.S.G.S. office, Ed Guynn, in telephone
conversation of same date to fill with gravel, set cement across the Kiabab zone
and plug the No. 2 along with the No. 1 at the same time.

Back fill mud pits, grade and restore well site and location as per NTL-6.

18. I hereby certify that the fa going is true and correct

SIGNED TITLE President

(This space for Federal or State odice use)

APP"ovED BT TITLE DATE
C was S OF APPROVAL, IF ANY:

*SeeInstructionson Reverse
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